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Data Sheet
Type NUmMber ....ccccoooeevivviiii e, 20370
Designation IEC .............cccovvvivvviiviieeen, SR69
SYStEM oo Silver oxide / Zinc /
NaOH - Electrolyte
Nominal Voltage............cccccevvvvviiiiiniiennnnnn, 1,55V
ATB CAPACIY ..o, 30 mAh
. (33 kOhm continuous load at 20°C down
to 1,2 Volts)
Weight....cooo oo, 0,579
VOIUME ..o 0,14 ccm
(@ o 11 o 1 Date of Manufacturing
Month/Year
Dimensions min. max.
Diameter (&) ...coovvvvviiiiie, 9,25 mm 9,5 mm
Height (A/B) ..oooeiiei 1,85 mm 2,1 mm
Operating Temperature...........cccccceeeeernnnee 0°C - 60°C
Self Discharge.......ccccccvceeiiiiieieeeiicie e, Less than 10%
per year at 20°C
SegMeNt......oovviiiiiiieiieeeeeeeeeee Watch
Main Applications...........ccccuvevveeeeeeniniiieee Watch
Photo
Electronic
Typical Discharge Capacities (at 20°C)
Discharge Type Load | End Voltage: 1,2 Volts
Continuous 33000 Q@ | Time: 710 hours
24h/d,7d/w Capacity: 30 mAh
Energy : 43 mWh
e Discharge Curve
1,6
>1,5
@
g
214
1.3
% 100 200 300 400 500 600 700 800 900

This data is subject to change without prior notice. Performance information is typical.

Contact VARTA Microbattery GmbH for latest information.

Date of issue: 19.06.2015
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VARTA Microbattery GmbH
DaimlerstraBe 1

D - 73479 Ellwangen

Tel.: +49 7961 921-0
www.varta-microbattery.com
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