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Technische Daten/
technical data
Cingangsspannung/ : 230VAC +10% / 50Hz
input voltage
Ausgangsspannung/ c 2 x 1,4VDC
output voltage
Schutzart/ : P20
protection Gewicht/ : 113g ohne Verpackung/
Isolation/ © 4kV Eingang/Ausqang weight 113g without package
insulation primary/secondary Gehduse/ . Steckergehduse weiB—silber/
Lgdegf[(om/ © Mignon (AA) 2% 200mA +£20% case plug—in~case white—silver
charging current Micro (AAA) 2x 100mA £20% Verpackung/ . Blisterverpackung inkl. Mehrsprachiger Bedienungsanleitung/
packaging blister packaging incl. multilingual operating instruction
Verpolschutz/ . mechanisch/
reverse—connect protection — mechanical 08
Ladeanzeige/ ©je 1 LED griin pro Ladeschacht / LED leuchtet bei Ladung Verwendungsbereich/ Applicafon range Zul. Abweichung/ |Oberflache/ | Mafstab/Scale 11 Gewicht/Weight
charging indicator one LED green per charging slot / LED lights steadily during charge fur Anfrage/for inquiry AN3509 Allowable deviafion | Surface Werkstoff/Work material Modell-Nr
Approbation/ . CF
approval BQObo?f Dafum/Date|Name Zeichnungsname/Drawing name
Betriebstemperatur : 0C....... +25C rawn by | 98.04. | J.STUMPF
operating tempem{ure BASIC 2 p\US
Lagertemperatur/ o =25C... +40°C
storage temperature VO | Made in China” added |28.04.10 | PK Zeichnungsnummer/Drawing number Blart/
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