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PRODUCT DATASHEET

Type

CR 1220 12.5 2.0 0.8 38

CR 1620 16.0 2.0 1.3 70

CR 2016 20.0 1.6 1.6 75

CR 2025 20.0 2.5 2.5 150

CR 2032 20.0 3.2 3.0 210

CR 2450 6.2 600

3.0 V

Type

CR 1220

3.0

-20 - +54 62 24

2.0

700

CR 1620 20-25 7.5 8 175

CR 2016 -20 - +54 30 24 750

CR 2025 -20 - +54 15 24 700

CR 2032 -20 - +54 15 24 1,030

CR 2450 20-25 7.5 8 1,300

Product AGFAPHOTO
Coin cells

Type/Size
CR 1220
CR 1620
CR 2016

CR 2025
CR 2032
CR 2450
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Specifications

Chemical system lithium-manganese-dioxide (free of mercury and cadmium)

Dimensions
Weight
Capacity

Diameter
(mm)

Height
(mm)

Weight
(g)

Capacity
(mAh)

Packaging 1 coin cell in blister-pack with punch hole

Nominal voltage

Discharge performance

Nom. voltage 
(V)

Temperature
(°C)

Discharge performance

Test condition
Continuous

discharge time 
(h)

on-load
resistance (kΩ) hours/day end voltage

(V)
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